














(16) S-Video OUT (YC)

You can connect VCR (Hi8, SVHS, or MiniDV) to this
port to output to tape once your project is com-
pleted. If your video recorder supports a YC (S-vi-
deo) signal, then you should use this as your output,
because YC (S-video) is superior to CVBS (RCA).

(17) eSATA
This connector is not yet supported. This port will
connect to external eSATA harddrives.

(18) Microphone

Use this input for microphones with an impendance
of app. 2200 Ohm and connect via a 3,5mm Stereo
jack.

There are further frontside connection plugs:

A B CDEFG
(A) Headphone jack (not for S-2000 / 4100)
6,3 mm jack for connecting headphones.

(B) USB
See (4)

(C) Video IN (FBAS)
See (13)

(D + E) Audio IN
See (11)

(F) S-Video IN (YC)
See (15)

(G) DV (IN/OUT)
See (3)

(H) CD/DVD burner/drive

This is the flap that conceals the optical drive.
Press the eject button (I)

to open the drive and insert a CD/DVD.

() Eject button for the optical device
This button opens the drive bay. Pressing it again
closes the drive.

(J) On/Off button
Powers the editing device up or down when
pressed.

Note: Your device is might also equipped with
more buttons and connections, some of which are
yet without function at time of print.
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